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: 15TH AF (FOR DI); SAC (FOR DIM, BRA
T (FOR DI>. FROM NATIONAL PHOTOGRAPHIC INTERPRETATION CENTER,
{. CAMERA B 11 WAS USED IN MISSION 3732 FLOWN ON 27 SEPTEMBER
1963; PROCESSING WAS ACCOMPLISHED BY BARKSDALE.
2. ORIGINAL NEGATIVE:
A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION IS GOOD.
B. OSL SIDE: THE FIRST 18 FRAMES ARE DEGRADED BY HEAVY
FOG AND TRANSVERSE BARS OF VARYING DENSITIES. THERE IS INBOARD
EDGE FOG THROUGH FRAME 15@8. THE 2R POSITION INDICATOR LAMP OPERATED

INTERMITTENTLY. A SCARTCH IS NOTED IN THE EMULSION ON FRAME 1821

AND CHEMICAL STAINS ARE NOTED IN FRAMES 1979, 1981, AND 1983,
THERE 1S EDGE FRILLING ALONG BOTH EDGES OF FRAMES 2481 THROUGH

C. SR SIDEs THE V POSITION INDCATOR LAMP FAILED TO RECORD
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ON FRAME $@5. CRIMPS ARE PRESENT IN FRAMES 1156, 1166, 1646 AND 2899.
A POST-PROCESSING CREASE IS PRESENT IN THE FIRST 46 FRAMES.

. CHEMICAL STAINS ARE NOTED IN FRAMES 1352, 2076, 2081, 2331, AND

2332, FOREIGN MATTER IS EMBEDDED INTO THE EMULSION INTERMITTENTLY

' THROUGHOUT (EXAMPLES: FRAMES 898, 1217, 1352). NUMEROUS PINHOLES

APPEARED SCATTERED THROUGHOUT THE MISSION. (EXAMPLES: FRAMES
1-83)
D, BOTH SIDES: THE METERING IS SLIGHTLY ERRATIC THROUGHOUT
THE MISSION. THE TITLING IS POOR, AND IN A FEW INSTANCES ILLEGIBLE
(EXAMPLE:s FRAMES 950¢-1280), THE TILING IS SMEARED AND THERE ARE
MANY TITLING TRANSFERS. PROCESSING STREAKS ARE PRESENT IN VARYING
DEGREES FROM HEAD TO TAIL. A MINUS DENSITY STREAK IS PRESENT
@, 18" FROM THE INBOARD EDGE ON BOTH SIDES THROUGHOUT THE MISSION.
E. THERE WERE NO MAJOR CAMERA MALFUNCTIONS OR PROCESSING
ANOMALIES OTHER THAN THOSE NOTED ABOVE. THERE ARE 2524 EXPOSURES

IN THIS MISSION,
3, POSITIVE:
A. PI SUITABILITY IS GOOD. THE PRINTING AND PROCESSING OF
THE POSITIVES ARE GOOD.
Be CLOUDS COVER 38 PERCENT OF THE MISSION,
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